
Release Notes - Build 2.0.32.2324 (January 07, 2026)

Welcome to Titan DMZ Server, the latest iteration of our secure reverse proxy server.

Installation Process

Please review the Minimum System Requirements located at the bottom of this document to

ensure compatibility with your environment.

To install the software, double-click on the installation program and follow the instructions in

the installer. There is no need to Run-As-Administrator. The installer will check to ensure that

adequate permissions are available to install the software.

If you encounter any issues while running this software, please report them to our technical

team through our online helpdesk. The helpdesk is located at

https://helpdesk.southrivertech.com/

Build 2.0.32.2324 (January 07, 2026)

Features and Enhancements:

 Updated components and security engines to latest builds

Bug Fixes:

https://helpdesk.southrivertech.com/


 [NX-I1813] Fix for DMZ connection timeouts that might happen with rapid client

connects

Minimum System Requirements

 The Web-based Admin Console and the WebUI require the latest versions of Microsoft

Edge, Google Chrome, or Mozilla Firefox. Microsoft Internet Explorer (IE) is not

supported

 64-Bit Windows 10 Professional or later (32-bit is not supported)

 64-Bit Windows Server 2016 or later (32-bit is not supported)

 Ubuntu, Red Hat Enterprise Linux (RHEL), Debian, all 64-bit editions

 A 2Ghz Pentium class processor is required, multi-core is recommended

 8GB of RAM is required, 16GB is recommended for production systems

 SVGA (1024x768) resolution display or better is required to run the Administration

Console




